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provecT DEPTH 27.5 FT. (I
CeL. AZ = 46-33'~45.2"

[
. AT [ REviSIOn Bt
. fo— U.S. ARMY ENGINEER DISTRICT, DETROIT
DIRECTIDNS CORPS OF ENGINEERS
THE INFORMATION DEPICTED DN THIS NAP 1. GAGES USED WERE TAKEN FROM GAGE BOARD SET ON PILING DETROIT. NICHIGAN
THE INERRNATLON DEFICTED ON THIS Mt e ALL DIRECTIONS ARE_ORID AZIWITHS AT°GROSSE PYE. YACHT CLUB ALONG THE WALK WAY NEXT T THE e
T IHE EULTS O SUTYEY™, YAnE REFERRED 10 NORTH ZERD. SHINING.POUL REFERENGED FROM 8.M.. GLUB' LOCATED AT N.M- s : LAKE ST. CLAIR, MICHIGAN
CONSIBERED AS INDICATING THE GENERAL FANER" S e VachT CLB H— . ,
CONDITIONS AT THE TIME. PROJECT DEPTHS & T PEACH ISLAND RANGE
2. POSITIONS WERE DETERMINED BY GPS CONDITION SOUNDINGS
LOW WATER DATLM PROJECT DEPTHS ARE AS INDICATED ABOVE. REFERENCE BEACON 838, LOCATED AT FORT NAYNE
DETROIT. MICHIGAN — FREGUENCY 313 KNZ. 200 8PS G5+ 216400 TO C.S. 251400
ELEVATIONS AND PROJECT DEPTHS ARE THE AUTONATED ELECTRONIC SURVEY WAS 00 AU 1958
REFERRED TO_INTERNATIONAL GREAT LAKES CONDUCTED BY FRED LEECH, PARTY CHIEF, 3. TRANSDUCER FREGLENCY USED TO NEASURE DEPTH
DATUM, (1855) AT ELEVATION 571.7 F1. ABOVE ABOARD THE USACOE SURVEY LAUNCH 3043. DATA WAS 208 KHZ AND THE BEAM ANGLE WAS 3.0 DEGREES. DETROIT AREA OFF ICE
AN WaTER"LEVEL" AT FATHER POIRT. OUEBEC. ,
AUTOMATED EQUIPMENT USED [APPROVAL RECOMMENDED:
oo o e T B S S e
GRIDS SHOMN ARE BASED DN NATIDNAL s . . " A
SEBETE WOHE AN, “douni ToNE (113) FroreR: o ayoi AN v - 100 e Y
LOGATION AP 552 CANBERT PROJECTION, 1983 NORTH AVERICAN DATUM. SONIC' SOUNDER: INNERSPACE 448
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